SAMPLE JOB NOTES

HELICAL PILE SPECIFICATIONS

1)  ALL PILES SHALL BE PATENTED HELICAL PILES AND APPURTENANCES  AS FURNISHED EXCLUSIVELY BY PREMIUM

      TECHNICAL SERVICES (1-800-282-7453).   ALL HELICAL PILES ARE TO BE INSTALLED BY A FACTORY CERTIFIED INSTALLER,

     OTHERWISE A CERTIFIED TECHNICIAN FROM PREMIUM TECHNICAL SERVICES MUST BE ON SITE AT ALL TIMES TO

     WITNESS PILE INSTALLATION.

A.  MANUFACTURER TO HAVE IN EFFECT INDUSTRY RECOGNIZED WRITEN QUALITY CONTROL FOR ALL MATERIALS AND MANUFACTURING.

B. ALL WELDING TO BE PERFORMED BY WELDERS CERTIFIED UNDER SECTION 5 OF THE AWS CODE D1.1.

2)  HELICAL PILE LEAD SECTIONS SHALL BE MODEL                                           WITH A                   SQUARE SHAFT 

AND A                
   DIAMETER HELIX.  LEAD SECTIONS SHALL BE                        LONG.  HELIX PILE EXTENSION MAY BE 5, 7 OR 10’ LONG DEPENDING ON VERTICAL CLEARANCE.

3)   HELICAL PILES, EXTENSIONS AND APPURTENANCES SHALL BE HOT-DIPPED GALVANIZED STEEL IN ACCORDANCE WITH ASTM A153 (LATEST REVISION).

4) ALL PILE INSTALLATION OPERATIONS SHALL BE SUPERVISED BY A LICENSED ENGINEER.  THE INSPECTOR SHALL KEEP A COMPLETE RECORD OF THE PILE INSTALLATION OPERATION .

5)  HELICAL PILES SHALL BE INSTALLED TO A MINIMUM  DEPTH OF             AND A MINIMUM TORQUE OF               FT-LBS. SUBJECT TO THE FOLLOWING PROVISIONS:

A)  IF THE MINIMUM TORQUE REQUIREMENT HAS NOT BEEN SATISFIED AT THE MINIMUM  DEPTH LEVEL, THE  CONTRACTOR SHALL HAVE THE FOLLOWING OPTIONS:

a)  INSTALL THE PILE DEEPER USING ADDITIONAL EXTENSIONS  UNTIL THE SPECIFIED TORQUE LEVEL IS OBTAINED.

b)  REMOVE THE EXISTING PILE AND INSTALL A PILE WITH LARGER AND/OR MORE HELICES.  THE REVISED PILE SHALL BE INSTALLED BEYOND THE TERMINATION DEPTH OF THE ORIGINAL PILE, AS DIRECTED  ENGINEER.



c)  ADD ADDITIONAL PILES AS RECOMMENDED BY ENGINEER.

B)  IF THE MAXIMUM TORQUE RATING OF THE PILE AND/OR INSTALLING UNIT HAS BEEN  REACHED PRIOR TO SATISFYING THE MINIMUM DEPTH REQUIREMENT, THE  CONTRACTOR  SHALL HAVE , a) THE OPTION TO INCREASE THE TERMINAL TORQUE TO A MAXIMUM OF                FT. LBS. (             FT.LBS. WITH HAND HELD EQUIPMENT.), b)AFTER CONSULTING WITH THE ENGINEER OF RECORD, THE CONTRACTOR MAY REDUCE THE SIZE OF THE HELIX AS REQUIRED TO ACHIEVE THE MINIMUM DEPTH WHILE STILL ACHIEVING THE MINIMUM TORQUE.

6)  HELICAL PILES SHOULD BE INSTALLED AS SHOWN ON THE ENGINEER’S PLAN. ALL CHANGES IN PILE LOCATION MUST BE APPROVED BY THE ENGINEER.

7)  IF UNDERGROUND OBSTRUCTIONS ARE ENCOUNTERED DURING INSTALLATION, THE CONTRACTOR SHALL HAVE THE OPTION OF REMOVING THE OBSTRUCTION IF POSSIBLE OR RELOCATING THE PILE WITH THE ENGINEER’S APPROVAL.  THE LATTER OPTION MAY REQUIRE THE RELOCATION OF ADJACENT PILES.

8)  THE HELICAL PILE SHALL BE CONNECTED TO THE STRUCTURE USING A PTS  APPROVED STEEL BRACKET OR SLAB-SUPPORTING CHANNEL AS THE CASE MAY BE- AS SHOWN ON ENGINEER’S PLAN.  THESE CONNECTION DEVICES SHALL BE CAPABLE OF SAFELY TRANSFERRING THE STRUCTURAL LOADS TO THE HELICAL PILE.

9)  WRITTEN INSTALLATION RECORDS SHALL BE OBTAINED FOR EACH HELICAL PILE.  THESE RECORDS SHALL INCLUDE, BUT ARE NOT LIMITED TO THE FOLLOWING:


a)  PROJECT NAME AND/OR LOCATION.


b)  NAME OF CONTRACTOR’S FOREMAN OR REPRESENTATIVE WHO WITNESSED THE INSTALLATION.


c)  DATE AND TIME OF INSTALLATION.


d)  LOCATION AND REFERENCE NUMBER OFEACH PILE.


e)  DESCRIPTION OF LEAD SECTION AND EXTENSIONS INSTALLED.


 f)  OVERALL DEPTH OF INSTALLATIONS REFERENCED FROM BOTTOM  OF GRADE BEAM OR FOOTING.

g)  TORQUE READING FOR THE LAST THREE FEET OF INSTALLATION IF PRACTICAL. N LIEU OF THIS REQUIREMENT, THE TERMINAL TORQUE SHALL BE RECORDED  AS A MINIMUM.


h)  ANY OTHER RELEVANT INFORMATION RELATING TO THE INSTALLATION.
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